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1.0 Introduction 

1.1 Background 

1.1.1 Curtins has been appointed by Wates on behalf of Denbighshire County Council (DCC) to provide traffic 

and transportation advice in relation to the proposed development of a new 3-19 Special Education 

Needs (SEN) School in Denbigh. The school would replace existing facilities that are currently split 

across three separate locations in the town. 

1.1.2 Pupils and staff from each site rarely come together and these sites operate individually. The school is 

currently unable to meet the growing demand for places and each site has its own problems regarding 

condition and suitability of accommodation. The current split is as follows: 

• Primary department for pupils aged 3 to 11.  

• Secondary department for pupils aged 11 to 19.  

• Specialist provision for pupils aged 11 to 19 with more complex needs. 

1.1.3 The aim of this project is to bring all learners, including a nursery provision, into one site in a new 

purpose-built facility. This proposal will see a new building erected on the playing fields at Denbigh High. 

The development description is to be read as follows: 

““Erection of a new Ysgol Plas Brondyffryn Special Educational Needs (SEN) School for ages 3-19, 

including formation of Multi Use Games Areas (2no.), external plant / services area, new 118 space car 

parking area (including 14 electric charging bays), minibus parking (4no.), cycle parking (60no.), 

designated drop off area, new vehicular access off Ystrad Road, community café, landscaping works 

and all other associated works.” 

1.1.4 The SEN nature of the proposed development means the school would operate differently to the way 

most primary or secondary schools do.  The principle differences being that pupils are often transported 

to/from the school via learner transport services, and there are higher proportions of teachers/staff per 

pupil so that more specialist education can be provided.   

1.2 Purpose of the Report 

1.2.1 This Transport Assessment (TA) has been prepared to inform Highways Officers at DCC on all traffic 

and transportation matters associated with the development proposals.  

1.2.2 In conjunction with this TA, an Interim Travel Plan (ITP) document has also been produced (Curtins 

Document Reference YPB-CUR-00-XX-RP-TP-002. The ITP is intended to encourage site users to 

choose alternative transport modes over single occupancy car use and where possible reduce the need 

to travel at all.  
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1.2.3 The development would also be assessed under Building Research Establishment Environmental 

Assessment Method (BREEAM) 2018 standards, and would seek to demonstrate compliance by 

obtaining a number of credits. The assessment categories pertaining to traffic and transport, the 

relevant sections where they are provided, together with credits they obtain, are summarised in Table 

1.1 below: 

BREEAM 
Category 

Description Signposts 
No. of 

Credits 

Tra 01 

Transport Assessment and Travel Plan:  

2 

1. No later than Concept Design stage, undertake a site-specific 
transport assessment (or develop a travel statement) and draft 
travel plan, which can demonstrably be used to influence the site 
layout and built form.  

This document 

2. The site-specific travel assessment (or statement) shall cover 
as a minimum: 

 

• If relevant, travel patterns and attitudes of existing building or 
site users towards cycling, walking and public transport, to 
identify relevant constraints and opportunities; 

N/A (see Section 
2.2) 

• Predicted travel patterns and transport impact of future 
building or site users; 

Section 5 of TA 

• Current local environment for pedestrians and cyclists, 
accounting for any age-related requirements of occupants 
and visitors; 

Section 2 of TA 

• Reporting of the number and type of existing accessible 
amenities within 500m of the site; 

Section 4 of TA 

• Disabled access accounting for varying levels and types of 
disability, including visual impairment; 

Section 2.4 and 3 
of TA 

• Calculation of the existing public transport Accessibility Index 
(AI); and 

Section 4 of TA 

• Current facilities for cyclists. Section 4 of TA 

3. Following a transport assessment (in accordance with the 
requirements set out in criteria 2), develop a site-specific travel 
plan that provides a long-term management strategy which 
encourages more sustainable travel. The travel plan includes 
measures to increase or improve more sustainable modes of 
transport and movement of people and goods during the 
building's operation. 

Interim Travel 
Plan (ITP) 

provided in doc 
YPB-CUR-00-XX-

RP-TP-002 

4. If the occupier is known, involve them in the development of 
the travel plan. 

Yes 

5. Demonstrate that the travel plan will be implemented and 
supported by the building's management in operation. 

Section 8 of ITP 

Tra 02 

Sustainable Transport Measures:   

1. Prerequisite: Achieve criteria 3–5 in the Tra 01 Transport 
Assessment and Travel Plan credit. 

This document  

2. Identify the sustainable transport measures as per Table 7.4 in 
BREEAM guidance.  

 Points: 

• The existing AI calculated in Tra 01 ≥ 8; Section 4 of TA 0 
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BREEAM 
Category 

Description Signposts 
No. of 

Credits 

• Demonstrate an increase over the existing Accessibility 
Index through negotiation with local bus, train or tram 
companies to increase the frequency of the local service 
provision for the development; OR School will 

provide learner 
transport for their 

pupils 

1 • Demonstrate an increase over the existing Accessibility 
Index. This could be through provision of a diverted bus 
route, a new or enhanced bus stop, or other similar 
solutions; OR 

• Provide a dedicated service, such as a bus route or service. 

• Provide a public transport information system in a publicly 
accessible area, to allow building users access to up-to-date 
information on the available public transport and transport 
infrastructure. This may include signposting to public 
transport, cycling, walking infrastructure or local amenities; 

Not achieved 0 

• Provide electric recharging stations of a minimum of 3kW for 
at least 10% of the total car parking capacity for the 
development; 

To be achieved 
(14 spaces) 

1 

• Set up a car sharing group or facility to facilitate and 
encourage building users to car share; AND 

Section 5 of the 
ITP promotes car 
sharing. Position 
of priority spaces 

(5%) to be 
reviewed. 

1 

• Raise awareness of the sharing scheme with marketing and 
communication materials; AND 

• Provide priority spaces for car sharers for at least 5% of the 
total car parking capacity for the development; AND 

• Locate priority parking spaces nearest the development 
entrance used by the sharing scheme participants. 

• During preparation of the brief, the design team consults with 
the local authority (LA) on the state of the local cycling 
network and public accessible pedestrian routes, to focus on 
whichever the LA deems most relevant to the project, and 
how to improve it; AND 

Design Team has 
consulted with LA 

during scoping 
discussions to 

identify 
accessible 

pedestrian/cycle 
routes. 

Development to 
connect onto 
Active Travel 

Route 

1 
• Agree and implement one proposition chosen with the local 

authority. The proposition supported by the development is 
additional to existing local plans and has a significant impact 
on the local cycling network or on pedestrian routes open to 
the public. 

• Install compliant cycle storage spaces to meet the minimum 
levels set out in Table 7.5; 

To be achieved 
and located close 
to main entrances 

1 

• The above has been achieved; provide at least two 
compliant cyclists’ facilities for the building users (showers, 
changing facilities, lockers, drying spaces); 

To be achieved 
(shower and 

changing room 
proposed on site) 

1 

Existing amenities: 

• At least three existing accessible amenities are present; 
Section 4 of TA 1 

Enhanced amenities: 

• Ensure a minimum of one new accessible amenity, in 
accordance with Table 7.6 on page 191, for the relevant 
Building Group, is provided; OR 

Access to a 
recreation or 

leisure facility for 
fitness or sports 

1 
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BREEAM 
Category 

Description Signposts 
No. of 

Credits 

• Ensure a more than one new accessible amenity, in 
accordance with Table 7.6 on page 191, for the relevant 
Building Group, is provided. 

• Implement one site-specific improvement measure, not 
covered by the options already listed in this issue, in line with 
the recommendations of the travel plan. Submit this for 
review by BRE. 

Section 6 of ITP, 
pending BRE 

review (see para 
1.2.6) 

 

3. Award credits according to the existing Accessible Index (AI) of 
the project, and the total number of points achieved for the options 
implemented, see Table 7.3 of BREEAM guidance. 

Site AI: 0.83 
Points achieved 

under criteria 2: 9 
8 

Total Transport Credits Obtained 10 

Table 1.1 – BREEAM Credits Targeted 

1.2.4 Other relevant considerations in a BREEAM-compliant report include the following, with the compliance 

of the proposed development to these considerations outlined next to the criteria: 

• Lighting, landscaping and shelter to create pleasant pedestrian and public transport waiting 

areas – Pleasant pedestrian environments will be delivered within the site as part of proposed 

development and waiting areas for learner transport will also be delivered. 

• Restrictions or charging for car parking – Spaces will be allocated for staff and visitors at the 

site and managed accordingly. 

• Pedestrian and cyclist friendly (for all types of user regardless of the level of mobility or 

visual impairment) with the provision of cycle lanes, safe crossing points, direct routes, 

appropriate tactile surfaces, good lighting and signposting to other amenities, public 

transport nodes and adjoining off-site pedestrian and cycle routes – Direct routes, appropriate 

surfaces, lighting and signposting will be delivered within the site as part of proposed development 

and these will tie into existing off-site pedestrian/cycle routes (which are also to be enhanced). 

• Provision of suitable taxi drop-off or waiting areas – Waiting areas for learner transport will be 

delivered within the site, alongside a suitable drop-off and pick-up area segregated from the main 

car parks. 

• Ensure rural buildings have appropriate access to transport to serve the local community 

adequately (where procured to do so, e.g. community centre) – Not applicable as the proposed 

development is located within the town centre. 
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1.2.5 A key part of the Travel Plan will be monitoring, whereby travel surveys will be distributed at the 

development, in order to understand travel habits. Recipients will be encouraged to participate, and the 

surveys would extract key information such as place of residence, usual mode of travel and reason for 

modal choice, attractiveness of and barriers to active and sustainable modes of travel, and any 

incentives that could encourage more sustainable travel. The findings will provide information on 

reasons for travel patterns and attitudes of site users to identify relevant constraints and opportunities. 

1.2.6 The TP will include Welcome Packs as an initiative to encourage sustainable travel, which would be a 

site-specific improvement measure in line with the aims, objectives and recommendations of the Travel 

Plan. This measure is submitted for review by BRE. 

1.3 Scope of the Report 

1.3.1 Curtins attended an on-site pre-application meeting with representatives from DCC Highways on 7th 

February 2022 to discuss the proposed development. At the meeting Curtins provided a high-level 

overview of the site, as well as information regarding the proposed access, car parking and drop-off 

provisions, pedestrian and cycle connectivity and the potential scope for capacity assessments. DCC 

provided a useful commentary on the site and further information regarding the surrounding highway 

network.  

1.3.2 On this basis of the above discussions, this TA contains the following information: 

• A description of the highway network in the vicinity of the site; 

• A review of the accident record in the vicinity of the site; 

• A summary of the development proposals, including access, servicing and parking arrangements;  

• A summary of local and national transport planning policy; 

• A review of accessibility of the site by sustainable modes of travel; 

• Details of the calculated trip generation for the proposed development at the site; 

• Details of the distribution of the development traffic;  

• An assessment of the potential impact of the development traffic on local junctions; and, 

• Details of any proposed measures to mitigate the impact of development traffic. 

1.4 Structure of the Report 

1.4.1 Following this introduction, Section 2 of the report provides a comprehensive description of the existing 

site and its location.  This includes the local highway network and facilities for pedestrians, cyclists and 

public transport users.  

1.4.2 Section 2 also reviews the local area in terms of highways safety by way of obtaining records of 

accidents adjacent to the site over the most recent five-year period available. 
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1.4.3 The development proposals summarised in Section 3, including the proposed parking provision and 

access arrangements.  

1.4.4 The accessibility of the site by sustainable modes of travel is assessed in Section 4. 

1.4.5 Section 5 outlines the traffic forecasting methodology used to establish the likely traffic generation 

associated with the development proposals, with Section 5 also providing details of the capacity 

assessments undertaken at junctions on the local highway network as part of a sensitivity test. 

1.4.6 Relevant local and national transport policy is summarised in Section 6. A Transport Implementation 

Strategy (TIS) is provided in accordance with TAN 18 in Section 7, and the report is summarised and 

concluded in Section 8. 
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2.0 Site Location and Highway Layout 

2.1 Site Location 

2.1.1 The proposed development site is located off Ystrad Road in Denbigh, to the south-east of the town 

centre. The application site is bounded by Denbigh Leisure Centre to the north, Ystrad Road to the east, 

residential properties fronting onto Clwyd Road to the west and agricultural land to the south. Figure 

2.1 shows the proposed site location alongside the existing school sites.  

Figure 2.1 – Site Location (Google Earth)  

2.2 Existing Use 

2.2.1 The application site currently comprises playing fields utilised by Denbigh High. The site is flanked by 

an existing ‘Active Travel Route’ that runs between Denbigh Town FC in the west to Ystrad Road in the 

east. 

2.2.2 Currently there is no direct vehicular access into the site itself. Vehicular access to the leisure centre 

car park and drop-off areas to the north of the site are currently provided via a series of priority junction 

arrangements from Ystrad Road.  

Site Location 

Key 

Proposed Development  

Existing School Sites 
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2.3 Surrounding Highway Network 

Ystrad Road 

2.3.1 The proposed development would be accessed via Ystrad Road which is a single carriageway road that 

runs along a general north-south alignment along the eastern border of the site. The road currently 

serves Denbigh Leisure Centre, a small number of residential properties and some agricultural uses. 

2.3.2 Ystrad Road commences to the north of the site at a priority junction with the A543 Ruthin Road, from 

here the road continues for approximately 2km to the south. Past the development site Ystrad Road is 

typically 6m wide with footway provided on the eastern side of the carriageway. Ystrad Road is subject 

to a 30mph speed limit and is lit by streetlighting. 

A543 (Ruthin Road) 

2.3.3 From the priority junction with Ystrad Road the A543 Ruthin Road travels east towards the A525 and 

west towards Denbigh town centre. For this section of the A543 the road operates as a single 

carriageway with a running lane in each direction and a typical width of 7m. 

2.3.4 The road is subject to a 30mph speed limit with street lighting and footways provided along both sides 

of the carriageway (with the northern footway typically separated by grass verge). The road benefits 

from good pedestrian infrastructure generally and includes wide footways, dropped kerbs, tactile paving, 

signalised crossings points and pedestrian guardrails. The closest signalised pedestrian crossing point 

is located 40m west of the priority junction with Ystrad Road. 

2.3.5 The closest pair of bus stops to the proposed development are also located along the A543, 

approximately 325m north-west of the site. Both bus stops benefit from raised kerbs and the westbound 

stop includes a shelter, seating and timetable information. Services available from these bus stops are 

discussed in greater detail within Section 4 of this TA. 

2.4 Access for Mobility and Visually Impaired Users 

2.4.1 The site benefits from its location in close proximity to Denbigh town centre location and there are a 

number of existing features which ensure safe, convenient and aided access for those site users who 

are disabled and/or visually impaired. 

2.4.2 There is a good standard of footway surrounding the site as described in Section 2.3 above. Dropped 

kerbs and tactile paving are present at most of the key crossing points in the vicinity of the site, including 

at the adjacent signalised pedestrian crossing points along the A543 Ruthin Road.  
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2.4.3 Additionally, the adjacent bus stops have suitable infrastructure for those who are disabled or visually 

impaired such as raised kerbs. The proposed disabled parking bays on site are located close to the 

pedestrian entrances to minimise travel distance. The site access junction will be pedestrian and cycle 

priority (at grade) to further assist visually impaired and disabled users. 

2.5 Highway Safety 

2.5.1 Personal Injury Accident (PIA) data for the highway network adjacent to the site has been obtained from 

Crashmap for the most recent five years, the period being 2017 to 2021 (inclusive). Crashmap is a 

professional service which only publishes official data that is provided by the Department for Transport 

(DfT). This in turn is based on records submitted to them by police forces and therefore there is no 

longer a requirement to obtain records direct from the Police. 

2.5.2 The Study Area considered for the Highway Safety Review is provided in Appendix A. A breakdown of 

the information is contained in Table 2.1.  

Junction/Link Slight Serious Fatal Totals 

A543 Ruthin Road/Ystrad Road 1 0 0 1 

A543 Ruthin Road 0 1 0 1 

A543 Ruthin Road/Vale Street 1 0 0 1 

A525 0 0 2 2 

A543 Ruthin Road/A525 Roundabout 0 1 0 1 

Totals 2 2 2 6 

Table 2.1 – Personal Injury Accident Data Summary 

2.5.3 There has been a total of 6 accidents in the latest five-year period available, comprising 2 slight 

accidents, 2 serious accidents and 2 fatal accidents. No accidents occurred along Ystrad Road or in the 

vicinity of the site access junction. There is nothing to suggest an existing safety issue from the 

breakdown in accidents to locations, with accidents generally dispersed across the study area, with no 

clearly identifiable clusters. 

2.5.4 Two fatal accidents were recorded at separate locations on the A525 to the northeast of the site. The 

first fatal incident occurred on Friday 4th August 2017 when a motorcycle was proceeding normally along 

the carriageway, left the carriageway, and collided with a road sign resulting in fatal injuries to the rider. 

The second fatal incident occurred on Saturday April 21st 2018 when a car proceeding normally along 

the carriageway, left the carriageway, and collided with a tree resulting in fatal injuries to the driver. 

2.5.5 The full Crashmap records for the fatal accidents have been included in Appendix A. As shown on the 

records the first fatal accident occurred in daylight with dry road conditions and no high winds. The 

incident did not occur within 20m of a junction or within 50m of a pedestrian crossing facility. 
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2.5.6 The second fatal accident occurred during darkness with dry road conditions and no streetlighting 

present. Again the accident did not occur within 20m of a junction or within 50m of a pedestrian crossing 

facility. 

2.5.7 Following a review of the records, there is nothing to suggest that highway layout or condition were 

contributory factors.  The conclusion is that the fatalities were likely unfortunate accidents.  It is not 

considered that there is an existing safety issue that is likely to be exacerbated by the proposed 

development. 



 

YPB Ysgol Plas Brondyffryn, Denbigh  

Transport Assessment  

 

Rev V03 | Copyright © 2022 Curtins Consulting Ltd Page 11 
 

3.0 Development Proposals  

3.1 Introduction 

3.1.1 This TA has been prepared in order to support the proposed development of a new 3-19 Special 

Education Needs School in Denbigh. The school would replace three existing facilities that are currently 

split across three sperate locations in the town. 

3.1.2 The aim of this project is to bring all learners, including a nursery provision, into one site in a new 

purpose-built facility. This proposal will see a new building erected on the playing fields at Denbigh High. 

The following pupil numbers are anticipated at full capacity: 

• Nursery – 10 

• EYS – 16 

• KS2 – 55 

• KS3 – 61 

• KS4 – 32 

• P16 – 36 

• Higher Needs Provision – 20 

• Total - 230 

3.1.3 It is proposed that the new school will include general teaching rooms, as well as garden areas, active 

play zones, art/library gardens and sensory spaces. The development is supported by an adjacent car 

parking provision that includes a suitable drop-off and pick up area. This is discussed in greater detail 

within the parking section of this chapter. Reference should be made to Appendix B which details the 

proposed site layout plans.  

3.2 Proposed Access 

Vehicular Access 

3.2.1 Vehicular access for the proposed development is to be provided from Ystrad Road via a new priority 

junction arrangement. Following discussions with DCC this access junction has been designed to 

prioritise pedestrian/cycle movements along the adjacent Active Travel route with a continuation of the 

route across the access junction (at-grade). The internal access road itself measures approximately 

10m, with a central reservation and gates proposed on the ingress and egress movements. Reference 

should be made to Curtins Drawing YPB-CUR-00-XX-DR-D-75001 for the proposed site access 

arrangement. 
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3.2.2 As shown on the site layout drawing in Appendix B, there is a separate drop-off area to the immediate 

east of the proposed school building. During the pick-up and drop-off times the internal gates will be 

opened to allowing vehicles to access the areas of hardstanding. Outside of these times this area can 

be utilised by the school for recreational and teaching activities. This facility, and the parking described 

in the following Section, reduces the likelihood of over spill parking on Ystrad Road itself. 

3.2.3 A detailed swept path assessment has been undertaken on the proposed access arrangement to ensure 

that it can be suitably accessed by servicing, delivery and emergency vehicles should this be necessary. 

Reference should be made to the following drawings: 

• YPB-CUR-00-XX-DR-D-05001 11.2mRefuse. 

• YPB-CUR-00-XX-DR-D-05003 FireTender. 

• YPB-CUR-00-XX-DR-D-05004 & 05005 Large Car. 

• YPB-CUR-00-XX-DR-D-05008 7.5T Box Van. 

3.2.4 A visibility splay drawing has for the proposed site access, this is also shown on Drawing YPB-CUR-

00-XX-DR-D-75001 to the rear of this report. This demonstrates safe and suitable visibility is achievable 

from the proposed access location along both Ystrad Road, and the Active Travel route, in accordance 

with TAN 18 guidance. A robust cycle speed of 20mph has been assumed for the Active Travel route, 

as agreed on site with DCC Highways Officers. 

Pedestrian and Cycle Access 

3.2.5 A separate 3m wide pedestrian and cycle access is proposed on Ystrad Road approximately 50m south 

of the vehicular access point. The provides a direct connection between the site and the traffic free 

Active Travel route, which in turn ties into the existing infrastructure surrounding the development site 

(described in detail within Section 2 and 4 of this report).  

3.3 Active Travel Route Enhancements 

3.3.1 As part of the development proposals, there is the potential to enhance the existing Active Travel Route 

links with Denbigh Leisure Centre and Ystrad Road.  On this basis, Curtins has developed two potential 

options for the Active Travel Route interface with the Leisure Centre and Ystrad Road. 

3.3.2 It is envisaged the following two options would be discussed as part of the pre-application process, and 

a way forward agreed in advance of the planning submission. 

Enhanced Active Travel Crossing Over The Leisure Centre Car Park 

3.3.3 Drawing YPB-CUR-00-XX-DR-D-75002 at the rear of this report shows the extension of the Active 

Travel Route to a point north of the Denbigh Leisure Centre access points, when cyclists are returned 

back onto carriageway before the junction with Ruthin Road. 
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3.3.4 This option gives the benefit of a continuous link from the site and the existing shared pedestrian/cycle 

provision over the four access points associated with the Leisure Centre and bus layover, resulting in 

an extension of c.55m.   

3.3.5 However, it would require the use of Leisure Centre car park land, and may result in the loss of parking 

spaces (number is to be confirmed following a more detailed design on topographic base, although the 

outline design indicates this could be 6-7 spaces). 

Alternative Active Travel Solution 

3.3.6 Drawing YPB-CUR-00-XX-DR-D-75003 at the rear of this report shows how cyclists could be returned 

to carriageway along Ystrad Road at the end of the current Active Travel Route terminus. 

3.3.7 This option does not have the benefit of a continuous link from the site and the existing shared 

pedestrian/cycle provision over the four access points associated with the Leisure Centre and bus 

layover.   

3.3.8 However, it would not impact on the Leisure Centre car park land, and would not result in any loss of 

parking spaces. 

3.4 Parking Provision  

3.4.1 The proposed car park is to include 118 car parking bays (including 14 electric charging bays) and 4 

minibus bays.  

3.4.2 The school has an excellent understanding of their requirements for car parking at their existing sites. 

The site layout in Appendix B shows sufficient parking to ensure that developer end user requirements 

are met, with the purpose of guaranteeing that no overspill parking occurs onto the internal site access 

road, or wider network. This is considered of particular importance given the SEN use and the presence 

of the adjacent residential uses. 

3.4.3 In addition to the above, the school is committed to the principles of sustainable development and will 

seek to influence the travel choices of site users via the ITP. The ITP document will seek to encourage 

sustainable development and travel patterns to reduce single occupancy vehicular use on site. As 

demonstrated on the site layout in Appendix B, 60 cycle parking spaces will be provided across the 

proposed development at safe, secure and convenient locations. 
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4.0 Accessibility by Sustainable Modes of Travel 

4.1 Introduction 

4.1.1 A key element of national, regional and local policy is to ensure that new developments are located in 

areas where alternative modes of travel are available.  It is important to ensure that developments are 

not isolated but are located close to complementary land uses.  This supports the aims of integrating 

planning and transport, providing more sustainable transport choices, and reducing overall travel and 

car use. 

4.1.2 The accessibility of the proposed development is considered in this context for the following modes of 

travel: 

• Pedestrian Accessibility; 

• Accessibility by Cycle; and, 

• Accessibility by Public Transport. 

4.2 Pedestrian Accessibility 

4.2.1 Research has indicated that acceptable walking distances depend on a number of factors, including the 

quality of the development, the type of amenity offered, the surrounding area, and other local facilities. 

4.2.2 Due to the surrounding town centre uses in Denbigh, the site benefits from good pedestrian 

infrastructure generally. This includes footways and formal crossing facilities such as dropped kerbs, 

tactile paving, signalised crossings, zebra crossings and pedestrian refuge islands. 

4.2.3 Reference should be made to Drawing YPB-CUR-00-XX-DR-TP-06001-P01 to the rear of this report 

which details 500m, 1000m and 2,000m walking catchments from the site. 

4.2.4 Within a catchment of 500m there are several complimentary land uses such as Denbigh Leisure 

Centre, Denbigh High School, Denbigh Tennis Club and Denbigh Cricket Club. In addition to these 

education and leisure facilities some of the residential properties within the eastern extents of Denbigh 

town centre are accessible with a 500m walk of the site. 

4.2.5 Guidance from the Building Research Establishment Environmental Assessment Method (BREEAM) 

UK New Construction 2018 consultation states that Transport Assessments and Travel Plans should 

include reporting on the number and type of amenities within 500m of the site (based on current Tra 02 

criteria) to obtain credits. The number and type of existing accessible amenities within 500m of the site 

can be summarised in Table 4.1 below:  
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No. Amenity BREEAM Criteria / Type 
Proximity 
to Site (m) 

1 Denbigh Leisure Centre Community Facility 180m 

2 Denbigh High School Childcare Facility or School 350m 

3 Post Box (A543 Ruthin Road) Publicly Available Postal Facility 350m 

4 Denbigh Tennis Club Community Facility 425m 

5 Plas Pigtot Club Community Facility 500m 

Table 4.1 – Number and Type of Existing Accessible Amenities within 500m of the Site 

4.2.6 At a further 1000m catchment there are additional residential areas in this catchment to the north, west 

and east of the site, providing further amenities such as Lidl and Aldi Foodstores, McColl’s Newsagent, 

GP Practice, Pharmacy and several takeaways/restaurants.  

4.2.7 Denbigh town centre is accessible within the final 2km catchment, providing a number of amenities such 

as: Co-Op, Library, Boots, several banks, a dentist, Specsavers and many other typical high street 

shops. In addition to these local amenities, the2km catchment covers many of the residential areas in 

and around Denbigh. 

4.2.8 It is therefore considered that the site is located in an accessible location for pedestrians, with good 

proximity to local amenities. The site is located adjacent to several complimentary educational, leisure 

and residential uses and therefore it is anticipated there were will good opportunities for pedestrian trips 

to and from the site. 

4.3 Accessibility by Cycle 

4.3.1 In order to assist in assessing the accessibility of the site by cycle, 5.5km and 8km cycle catchments 

have been considered for the site. The entirety of Denbigh is accessible within the shorter 5.5km cycle 

catchment. The wider 8km catchment equates to a journey time of around 40 minutes, cycling at a 

speed of 12kph. This catchment extends as far as Llannerch Hall in the north, Llangwyfan to the east, 

Saron in the south and Groes to the west.  

4.3.2 Reference should be made to Drawing YPB-CUR-00-XX-DR-TP-06002-P01 to the rear of this report 

which details 5.5km and 8kmm cycle catchments from the site. 
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4.3.3 As discussed above the site is located immediately adjacent to an existing ‘Active Travel’ route, this is 

shown in Figures 4.1 – 4.2 below: 

Figure 4.1 – Existing Active Travel Route 

 

Figure 4.2 – Existing Active Travel Route (Site Photographs) 

Site Location 
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4.3.4 As demonstrated in Figures 4.1 and 4.2, the site is very well placed to benefit from the existing Active 

Travel route, which provides a useful traffic free connection towards Park Street.  

4.3.5 In summary, it is considered that cycling represents a realistic mode of travel for some future site users.  

4.4 Accessibility by Public Transport 

4.4.1 The nearest bus stops to the site are located as pair approximately 325m away on the A543 Ruthin 

Road. Both bus stops benefit from raised kerbs and the westbound stop benefits from a shelter, seating 

and timetable information. Table 4.2 details the service that calls at these stops, and its associated 

frequencies: 

Bus 
Service 

Route 
Peak Hourly Frequency 

Mon – Fri Sat Sun/Hols 

14D Mold - Denbigh 
AM 

Service 
Only 

No Service No Service 

71 Corwen - Denbigh 
AM 

Service 
Only 

No Service No Service 

76 Lenten Pool - Llangwyfan Sanitorium 
Evening 
Service 

Only 

Evening 
Service 

Only 

Evening 
Service 

Only 

76H Rhyl - Llangwyfan No Service No Service 3 Services 

X51 Denbigh to Wrexham 60 mins 60 mins No Service 

Table 4.1 – Summary of Bus Service Frequencies from the A543 Ruthin Road 

4.4.2 It is considered that given the frequency of the X51 bus service on the A543 Ruthin Road, supported 

by several morning and evening services, the site is accessible by bus.  

4.4.3 In addition to the public transport services the school provides learner transport for their pupils. These 

vehicles will utilise the proposed drop-off area described in with Section 3 of this report. 

4.5 BREEAM Public Transport Accessibility Index (AI) 

4.5.1 Guidance from the BREEAM UK New Construction 2018 consultation also states that Transport 

Assessments and Travel Plans should include reporting on the public transport accessibility (i.e. Tra 01 

– proximity to train, bus etc. stops and frequency of services) to obtain credits. This includes calculation 

of the Accessibility Index (AI) of the site. 

4.5.2 Based on Tra 01 standards, a compliant transport node is defined as any bus service with a stop within 

650m and any railway station within 1,000m of the assessed building’s main entrance, measured via a 

safe pedestrian route (not ‘as the crow flies’). The bus stop (‘node‘) located within this distance and their 
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respective service frequencies per hour are as follows in Table 4.3. For the purposes of this 

assessment, multiple services (i.e. services that operate from more than one node within proximity of 

the site, or the same bus/rail serving two separate stops/stations) have been considered only once at 

the node in closest proximity to the site. 

Service and Frequencies per Hour 
Node and Distance to Node (m) 

A543 Ruthin Road (325m) 

Bus X51 1 

Accessibility Index (AI) 0.83 

Table 4.3 – BREEAM Public Transport Accessibility Index (AI) Calculator 

4.5.3 It can be observed that the site has an AI of 0.83. 

4.6 Summary 

4.6.1 In summary, the site is located such as to benefit from existing walking, cycling and public transport 

opportunities. The site is located in close proximity to a variety of key services and facilities as well as 

a number of pre-existing residential areas. The site is therefore considered to be accessible from 

sustainable modes of travel in line with national and local transport planning policy outlined in Section 

6 of this TA. 
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5.0 Highway Impact (Sensitivity Test)  

5.1 Introduction 

5.1.1 The proposed development is for a SEN school in Denbigh.  The school would replace three existing 

facilities that are currently split across sperate locations in the town and therefore it is considered that 

these vehicular trips are already on the local highway network and any potential highway impacts will 

be negligible. Notwithstanding the above, in order to provide consideration of the proposed development 

highway impact, a robust sensitivity test has been undertaken; the details of which are set out in this 

section.   

5.2 Baseline Data Acquisition 

5.2.1 Manual classified turning count traffic surveys were undertaken in March 2022 at the junctions/locations 

requested by DCC at the on-site meeting in February 2022, namely the A543 Ruthin Road/Ystrad Road 

priority junction and A543 Ruthin Road/Vale Street traffic signals. Additionally, an Automatic Traffic 

Counter (ATC) was installed in the vicinity of the proposed access on Ystrad Road, which collected 7 

complete days of data.  

5.2.2 The surveyed flows have been converted to Passenger Car Units (PCUs) and shown in Figures 1 and 

2 in Appendix C. 

5.2.3 The traffic flows surveyed in 2022 scenarios have been projected to 2027 by applying factors extracted 

from the DfT’s TEMPRO 7.2 program, using the definitive NTEM v7.2 database and the current NTM 

AF09 dataset in line with TAG Unit M4: Forecasting and Uncertainty. Denbighshire (011 and 012) has 

been selected as the defined area. Reference should be made to Table 5.1 which shows the growth 

factors applied to the base flows. 

Scenarios 
Time Period 

AM Peak PM Peak 

2022 - 2027 1.038 1.037 

Table 5.1 – TEMPRO Growth Factors in Denbighshire.  

5.2.4 Reference should be made to Figures 3 and 4 in Appendix C which show the 2027 ‘No Development’ 

scenarios for the weekday AM and PM peak periods. 

5.3 Trip Generation 

5.3.1 SEN schools are bespoke uses, and whilst they may be similar in nature to other educational facilities, 

they often have their own specific requirements. There is a general lack of available traffic survey data 

for SEN schools on the industry standard TRICS database.  
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5.3.2 As a worst-case, it has been assumed that all vehicles associated with the 122 parking bays (118 car 

parking bays and 4 minibus bays) would arrive in the AM peak and depart in the PM peak. In reality it 

is likely that these movements will be spread across the wider AM and PM periods, and likely to be 

outside of the network peak hours (in particular the PM). 

5.3.3 It should also be re-iterated given the proximity of the existing school facilities in Denbigh (see Figure 

2.1 above) it is considered that the majority of the vehicular movements are already on the local highway 

network, and a proportion of these movements will have been counted in the traffic surveys. 

5.4 Traffic Distribution 

5.4.1 In order to robustly assess the junctions identified by DCC Curtins has assumed that 100% of 

development trips will travel through the Ystrad Road/Ruthin Road priority junction and 75% will in turn 

utilise the A543 Ruthin Road/Vale Street traffic signals. The remaining 25% will travel east along the 

A543 Ruthin Road towards the A525. 

5.4.2 A summary of the distribution and assignment pattern for the AM and PM peaks is shown at Figure 5 

Appendix C to the rear of this report. These turning proportions have been applied to the trip generation 

values and the resultant AM and PM flows are subsequently illustrated in Figures 6 and 7. These values 

have been added to the 2027 base traffic flows presented at Figures 3 and 4, to produce 2027 with 

development traffic flows – shown at Figures 8 and 9. 

5.5 Interpretation of Model Outputs 

5.5.1 LinSig results refer to the Degree of Saturation (DoS) and Mean Maximum Queue (MMQ) predicted in 

each lane of the junction. A DoS of 100% indicates that the lane in question is operating at its theoretical 

capacity (point of saturation), whilst a DoS of 90% or less indicates that the lane is operating within its 

practical capacity.  

5.5.2 JUNCTIONS results refer to the Ratio of Flow to Capacity (RFC), delay and queue length predicted on 

each arm of the junction. An RFC of 1.00 indicates that the arm in question is operating at its theoretical 

capacity, whilst an RFC of 0.85 or less indicates that the arm is operating within its practical capacity. 

5.5.3 The modelling outputs from the capacity assessments undertaken in this TA can be found in Appendix 

D. 

5.6 Ystrad Road/A543 Ruthin Road Priority Junction (JUNCTIONS) 

5.6.1 Analysis of the junction has been undertaken using JUNCTIONS, and the results are summarised in 

Tables 5.2 and 5.3: 
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Arm 
2022 Base 

RFC MMQ 

AM Peak 

B-C Ystrad Road - Left 0.12 0 

B-A Ystrad Road - Right 0.29 0 

C-AB A543 Ruthin Road - Right 0.08 0 

PM Peak 

B-C Ystrad Road - Left 0.05 0 

B-A Ystrad Road - Right 0.11 0 

C-AB A543 Ruthin Road - Right 0.06 0 

Table 5.2 – Ystrad Road/A543 Ruthin Road Capacity Assessment Results 

Arm 
2027 Base 2027 Base + Dev 

RFC MMQ RFC MMQ 

AM Peak 

B-C Ystrad Road - Left 0.13 0 0.13 0 

B-A Ystrad Road - Right 0.31 1 0.34 1 

C-AB A543 Ruthin Road - Right 0.08 0 0.31 1 

PM Peak 

B-C Ystrad Road - Left 0.05 0 0.21 0 

B-A Ystrad Road - Right 0.11 0 0.21 0 

C-AB A543 Ruthin Road - Right 0.07 0 0.07 0 

Table 5.3 – Ystrad Road/A543 Ruthin Road Capacity Assessment Results 

5.7 A543 Ruthin Road/Vale Street Signals (LinSig) 

5.7.1 Analysis of the junction has been undertaken using LinSig, and the results are summarised in Tables 

5.4 and 5.5. Curtins understands that the A543 Ruthin Road/Vale Street signals operate under MOVA. 

MOVA is a real-time method of signal control technology which improves operation by constantly 

assessing and modifying signals times of the approach arms in order to maximise capacity. Within the 

LINSIG programme, it is not currently possible to accurately model the benefits of MOVA, as such the 

results presented within this TA are a worse-case. 
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Arm 
2022 Base 

DoS MMQ 

AM Peak 

1/1+1/2 A543 Ruthin Road Right Left 63.4% 6 

2/1 A543 Rhyl Road Left Ahead 62.0% 9 

3/1+3/2 A543 Vale Street Right Ahead 61.7% 6 

PM Peak 

1/1+1/2 A543 Ruthin Road Right Left 56.7% 4 

2/1 A543 Rhyl Road Left Ahead 60.8% 8 

3/1+3/2 A543 Vale Street Right Ahead 59.6% 6 

Table 5.4 – A543 Ruthin Road/Vale Street Capacity Assessment Results 

Arm 
2027 Base 2027 Base + Dev 

DoS MMQ DoS MMQ 

AM Peak 

1/1+1/2 A543 Ruthin Road Right Left 65.7% 7 73.9% 7 

2/1 A543 Rhyl Road Left Ahead 64.4% 9 72.2% 11 

3/1+3/2 A543 Vale Street Right Ahead 64.0% 6 72.1% 7 

PM Peak 

1/1+1/2 A543 Ruthin Road Right Left 58.4% 4 66.5% 5 

2/1 A543 Rhyl Road Left Ahead 63.0% 9 65.3% 9 

3/1+3/2 A543 Vale Street Right Ahead 61.8% 6 67.8% 6 

Table 5.5 – A543 Ruthin Road/Vale Street Capacity Assessment Results 

5.8 Summary 

5.8.1 Given the nature of the proposed development (consolidation of three existing facilities in Denbigh), the 

anticipated highway impact will be negligible, and is far from being able to be categorised as severe.  

To provide further comfort a robust sensitivity test has been undertaken on the key junctions local to 

the development site.  The assessment has demonstrated that development is acceptable in highways 

capacity terms, with no material worsening of existing conditions.  
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6.0 Transport Planning Policy 

6.1 Introduction 

6.1.1 When developing scheme proposals, it is important to understand the national and local transport 

related planning policies.  This section aims to outline the key policies throughout relevant national and 

local policy and guidance documents.  

6.2 National Planning Policy and Guidance 

Planning Policy Wales (Edition 10, 2018) 

6.2.1 Updated and reissued as Edition 11 in February 2021, Planning Policy Wales (PPW) sets out the land 

use planning policies of the Welsh Government. It is supplemented by a series of Technical Advice 

Notes (TANs), Welsh Government Circulars, and policy clarification letters, which together with PPW 

provide the national planning policy framework for Wales. 

6.2.2 The primary objective of PPW is to ensure that the planning system contributes towards the delivery of 

sustainable development and improves the social, economic, environmental and cultural well-being of 

Wales.  Section 4.1 of PPW relates to transport.  The section focuses on: 

• “Enabling More Sustainable Travel Choices – measures to increase walking, cycling and 

public transport, reduce dependency on the car for daily travel;  

• Network Management – measures to make best use of the available capacity, supported by 

targeted new infrastructure; and 

• Demand Management – the application of strategies and policies to reduce travel demand, 

specifically that of single-occupancy private vehicles.”   

6.2.3 The document recognises that the planning system has a key role to play in reducing the need to travel 

and supporting sustainable transport.  The planning system should do this by facilitating developments 

which:  

• “Are sited in the right locations, where they can be easily accessed by sustainable modes of travel 

and without the need for a car;  

• Are designed in a way which integrates them with existing land uses and neighbourhoods; and 

• Make it possible for all short journeys within and beyond the development to be easily made by 

walking and cycling.” 

6.2.4 In line with the above, PPW sets a transport hierarchy which has been reproduced as Figure 6.1.  This 

transport hierarchy has formed the basis of the proposed development from a design and access 

perspective; including influencing the site access and parking provision: 



 

YPB Ysgol Plas Brondyffryn, Denbigh  

Transport Assessment  

 

Rev V03 | Copyright © 2022 Curtins Consulting Ltd Page 24 
 

 
Figure 6.1 – The Sustainable Transport Hierarchy for Planning (reproduced from PPW) 

 

TAN 18: Transport (2007) 

6.2.5 The transport-related Technical Advice Note ‘TAN 18: Transport’ referenced in PPW was produced in 

March 2007.  The document notes that: 

“An efficient and sustainable transport system is a requirement for a modern, prosperous and inclusive 

society. However, transport, in particular road traffic, can also have negative impacts on human health 

and the environment. Road traffic growth is a cause of increased local air pollution, green house gas 

emissions contributing to global warming and climate change and, in some areas, congestion, which 

can affect economic competitiveness.” 

6.2.6 The document sets various pieces of policy and guidance to influence design and is a material 

consideration when determining planning applications.  TAN 18 is supplemented by a number of 

Annex’s, comprising: 

• Annex A – Accessibility; 

• Annex B – Visibility Standards; 

• Annex C – Definitions of Highway Routes; 

• Annex D – Transport Assessment;  

• Annex E – Planning Application Procedures; and 
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• Annex F – Conditions Requiring Works in the Highway 

6.2.7 Of particular relevance to the proposed development are annex letters A, B and D.   

Annex A 

6.2.8 Annex A of TAN 18 notes that accessibility planning has the potential to contribute to a number of 

Assembly Government priorities including addressing climate change and social exclusion, ensuring 

sustainable development and contributing to the health and wellbeing of the population of Wales.  

6.2.9 The document notes that different accessibility measuring techniques may be appropriate depending 

upon local circumstances and the nature of the plan proposal or planning application. This Transport 

Assessment has used data obtained from site visits in conjunction with GIS based tools to assess the 

site’s accessibility.  

Annex B 

6.2.10 The Stopping Sight Distance (SSD) values presented in Table B of Annex B have been used to assess 

the proposed access junction from Ystrad Road, based on a design speed of 30mph. 

Annex D 

6.2.11 Various thresholds for Transport Assessments are provided within Annex D of TAN 18.   

6.2.12 Annex D of TAN 18 also notes that the output of any Transport Assessment should be a Transport 

Implementation Strategy (TIS).  On this basis, a TIS has been included as Section 7 within this 

document.  The TIS should satisfy the following aims: 

• Understand the transport impacts of the development; 

• Clearly communicate the impacts to assist the decision making process; 

• Demonstrate the development is sited in a location that will produce a desired and predicted 

output (for example in terms of target modal split); 

• Mitigate negative transport impacts through the design process and secured through planning 

conditions or obligations; 

• Maximise the accessibility of the development by non-car modes; and 

• Contribute to relevant development plan and RTP objectives relating to accessibility of services 

and modal share. 

An Active Travel Action Plan for Wales (2021) 

6.2.13 An Active Travel Action Plan for Wales guidance document was produced in 2013, and updated July 

2021, following the Active Travel (Wales) Act of 2013. 
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6.2.14 The Welsh Government aims to increase levels of walking and cycling in Wales and realise the many 

benefits that travelling actively brings.  The Active Travel Act focuses on walking and cycling as a mode 

of transport, and the Active Travel Action Plan was finalised after consultation.  The document focuses 

on the following topics as ways to encourage and facilitate active travel: 

• Leadership – from a national and local level; 

• Legislation, Standards and Tools – including at the planning and design stages; 

• Infrastructure – referencing Welsh Government funding and developer contributions; 

• Promotion & Behaviour Change – through communication of information, consultation and 

engagement; 

• Skills & Training – with access to professionals and decision makers; and 

• Monitoring & Evaluation – underpinning and refining the process.   

6.3 Local Planning Policy and Guidance 

Denbighshire Local Development Plan 2006 – 2021 (2013) 

6.3.1 The Denbighshire Local Development Plan (LDP) determines where new development will take place 

and was adopted in June 2013.  Under the theme ‘Achieving Sustainable Accessibility’, there are three 

transport-related policies: 

• Policy ASA 1 – New transport infrastructure 

• Policy ASA 2 – Provision of sustainable transport facilities 

• Policy ASA 3 – Parking standards 

6.3.2 Policies ASA 2 and ASA 3 are particularly relevant to this application.  As such, ASA 2 reads: 

“Development proposals expected to result in a need to bring forward improvements to public transport, 

walking or cycling infrastructure will be required to incorporate or contribute to the cost of their provision. 

Subject to individual assessments, schemes may be required to provide or contribute to:  

• Capacity improvements or connection to the cycle network; 

• Provision of walking and cycling links with public transport facilities; and 

• Improvement of public transport services.” 

6.3.3 The matter of capacity is considered throughout the Highway Impact section (Section 5) of this report.  

The proposed development is very well connected to the surrounding pedestrian and cycling network, 

as well as a number of bus services, as demonstrated in Section 4 of this report. 

6.3.4 Policy ASA 3 reads: 
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“Development proposals, including changes of use, will be expected to provide appropriate parking 

spaces for cars and bicycles. If the use of a property or premises requires parking infrastructure for 

mobility impaired people, these facilities will be taken into account when determining the amount of 

parking space required. Consideration will be given to the following circumstances (where they apply) 

in determining parking provision:  

• The site is located within a high-densely populated area; 

• Access to and availability of public transport is secured; 

• Parking is available within reasonable distance of the site; 

• Alternative forms of transport are available in the area.” 

6.4 Conclusions 

6.4.1 In summary, the development proposals are considered to be consistent with local and national 

transport planning policies and guidance.  The site is located within an area which has a range of 

existing local facilities and sustainable travel choices, and is an existing established school.    
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7.0 Transport Implementation Strategy 

7.1 Introduction 

7.1.1 In line with the guidance contained in TAN 18, this section is intended to draw together the elements of 

a Transport Implementation Strategy for the proposed development.  

7.2 Policy Requirements and Objectives 

7.2.1 Section 6 of this Transport Assessment includes an examination of national and local transport policy 

relevant to the development.  The main national and local policy objectives that have been identified 

following this examination can be summarised as follows: 

• Reduce the need to travel, especially by private car; 

• Improve accessibility by walking, cycling and public transport; 

• Promote walking and cycling and sustainable modes of travel; 

• Ensure that transport is accessible to all; 

• Support the provision of high quality public transport; and 

• Support necessary infrastructure improvements. 

7.3 Measures 

7.3.1 In order to successfully deliver the development whilst meeting the above objective the following 

measures are proposed: 

Infrastructure Improvements 

• Vehicular access arrangements from Ystrad Road via a new priority junction arrangement. 

Following discussions with DCC this access junction has been designed to prioritise 

pedestrian/cycle movements along the adjacent Active Travel route with a continuation of the 

route across the access junction (at-grade). 

• A total of 60 cycle parking spaces across three areas for convenience. 

Travel Planning and Demand Management 

7.3.2 An Interim Travel Plan (document reference: 079942-CUR-00-XX-RP-TP-002-V01) has been prepared 

to accompany the outline application.  The key initiatives are summarised below: 

• Welcome packs would be issued to all future employees and parents of the site, which would 

provide details of: 

o Local walking and cycling routes; 
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o Local bus timetable/route information; 

o Information on the health and environmental benefits of walking and cycling; and 

o Information on the benefits of car sharing. 

• Notice boards to be provided in communal areas to provide additional information regarding 

walking, cycling, public transport and car sharing opportunities. 

• Appointment of a Travel Plan Coordinator (TPC). 

• Promotion of key infrastructure improvements including cycle and EV parking.   

• Management of any on-site parking and drop-off activity. 

7.4 Targets and Monitoring 

7.4.1 The effectiveness of the above measures will be monitored within the Travel Plan process.  

7.4.2 It is important that an accurate baseline for modal split is ascertained so that realistic targets for modal 

shift can be set.  However, such information is not available until the site has been surveyed and so   

this TIS does not set a specific target.   

7.4.3 Within three months of the being occupied, travel surveys would be distributed to all employees and 

parents.  From this baseline scenario, targets will be set for achieving a shift towards sustainable modes 

of travel.  The TPC would then undertake annual surveys to monitor modal shift, reporting these findings 

to the Local Authority. 

7.5 Summary of Impacts 

7.5.1 It has been demonstrated throughout this Transport Assessment that the proposed development would 

result in a negligible impact from a vehicular perspective.  As demonstrated throughout this TIS, this 

would be underpinned by the following three main principles: 

• Provision of improved pedestrian and cycle infrastructure; 

• Cycle and EV parking spaces; and, 

• Adoption of a robust Travel Plan (document reference: 079942-CUR-00-XX-RP-TP-002-V01) 

with monitoring and review.     
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8.0 Summary and Conclusions 

8.1 Summary 

8.1.1 Curtins has been appointed by Wates on behalf of Denbighshire County Council (DCC) to provide traffic 

and transportation advice in relation to the proposed development of a new 3-19 Special Education 

Needs (SEN) School in Denbigh. The school would replace existing facilities that are currently split 

across three sperate locations in the town. 

8.1.2 Vehicular access for the proposed development is to be provided from Ystrad Road via a new priority 

junction arrangement. Following discussions with DCC this access junction has been designed to 

prioritise pedestrian/cycle movements along the adjacent Active Travel route with a continuation of the 

route across the access junction (at-grade).  

8.1.3 The school has an excellent understanding of their requirements for car parking at their existing sites. 

The site layout includes sufficient parking to ensure that developer end user requirements are met, with 

the purpose of guaranteeing that no overspill parking occurs onto the internal site access road, or wider 

network. This is considered of particular importance given the nature of the adjacent residential uses. 

8.1.4 A review of accidents on the local highway network does not indicate any correlations that would 

suggest that highway condition, layout or design were significant contributory factors in the accidents. 

8.1.5 The walking, cycling and public transport opportunities at the site constitute alternative modes of travel 

to the car which are considered to be realistic modes of travel for a range of different journey types. The 

site is therefore considered to be accessible from sustainable modes of travel in line with national and 

local transport planning policy. 

8.1.6 The highway impacts of the traffic predicted to be generated by the proposed development have been 

properly assessed at a key junction on the road network. Those impacts have been demonstrated to be 

immaterial and are far from being able to be categorised as severe.  Therefore, no highway capacity 

mitigation measures are proposed in order to make the development proposals acceptable in planning 

terms.  

8.1.7 A review of relevant local and national transport planning guidance has been undertaken.  It is 

considered that the proposed development conforms with such policy. 

8.2 Conclusions 

8.2.1 From a traffic and transportation perspective there are no reasons why the development proposals 

should not be granted planning approval. 



 

YPB Ysgol Plas Brondyffryn, Denbigh  

Transport Assessment  

 

Rev V02 | Copyright © 2022 Curtins Consulting Ltd  
 

Plans 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Contains OS data © Crown copyright [and database right] (2021)

KEY:

Status:Project:

Drg Title:

Date:

Drawn By:

Designed By:

Scale:

Checked By:

- - - - -- -
Originator: Volume: Level: Rev:Role: Category / Number:Type:Project No:

Civils & Structures • Transport Planning • Environmental • Infrastructure • Geotechnical • Conservation & Heritage • Principal  Designer
Birmingham • Bristol • Cambridge • Cardiff • Douglas • Dublin • Edinburgh • Glasgow • Kendal • Leeds • Liverpool • London • Manchester • Nottingham

YSGOL PLAS BRONDYFRRYN

ACCESSIBILITY
INDICATIVE WALKING CATCHMENT

PRELIMINARY

079942 CUR 00 XX DR TP 06001 P01

HD DJ

HD 18/05/22

NTS

\\li
fs0

3\p
ro

jec
ts\

- T
P\

07
99

42
.10

0 -
 Y

sg
ol 

Pl
as

 B
ro

nd
yfr

ryn
\Q

4-
Pr

od
uc

tio
n\4

A-
Mo

de
ls-

Dr
aw

ing
s\T

P\
CA

D\
06

\

Office   51-55 Tithebarn Street Liverpool L2 2SB
Telephone  0151 726 2000
Email   Liverpool@curtins.com
Web   https://www.curtins.com/



Contains OS data © Crown copyright [and database right] (2021)

KEY:

Status:Project:

Drg Title:

Date:

Drawn By:

Designed By:

Scale:

Checked By:

- - - - -- -
Originator: Volume: Level: Rev:Role: Category / Number:Type:Project No:

Civils & Structures • Transport Planning • Environmental • Infrastructure • Geotechnical • Conservation & Heritage • Principal  Designer
Birmingham • Bristol • Cambridge • Cardiff • Douglas • Dublin • Edinburgh • Glasgow • Kendal • Leeds • Liverpool • London • Manchester • Nottingham

YSGOL PLAS BRONDYFRRYN

ACCESSIBILITY
INDICATIVE CYCLE CATCHMENT

PRELIMINARY

079942 CUR 00 XX DR TP 06002 P01

HD DJ

HD 18/05/22

NTS

\\li
fs0

3\p
ro

jec
ts\

- T
P\

07
99

42
.10

0 -
 Y

sg
ol 

Pl
as

 B
ro

nd
yfr

ryn
\Q

4-
Pr

od
uc

tio
n\4

A-
Mo

de
ls-

Dr
aw

ing
s\T

P\
CA

D\
06

\

Office   51-55 Tithebarn Street Liverpool L2 2SB
Telephone  0151 726 2000
Email   Liverpool@curtins.com
Web   https://www.curtins.com/



Contains OS data © Crown copyright [and database right] (2021)

KEY:

Status:Project:

Drg Title:

Date:

Drawn By:

Designed By:

Scale:

Checked By:

- - - - -- -
Originator: Volume: Level: Rev:Role: Category / Number:Type:Project No:

Civils & Structures • Transport Planning • Environmental • Infrastructure • Geotechnical • Conservation & Heritage • Principal  Designer
Birmingham • Bristol • Cambridge • Cardiff • Douglas • Dublin • Edinburgh • Glasgow • Kendal • Leeds • Liverpool • London • Manchester • Nottingham

YSGOL PLAS BRONDYFRRYN

ACCESSIBILITY
INDICATIVE PUBLIC

TRANSPORT CATCHMENT

PRELIMINARY

079942 CUR 00 XX DR TP 06003 P01

HD DJ

HD 18/05/22

NTS

\\li
fs0

3\p
ro

jec
ts\

- T
P\

07
99

42
.10

0 -
 Y

sg
ol 

Pl
as

 B
ro

nd
yfr

ryn
\Q

4-
Pr

od
uc

tio
n\4

A-
Mo

de
ls-

Dr
aw

ing
s\T

P\
CA

D\
06

\

Office   51-55 Tithebarn Street Liverpool L2 2SB
Telephone  0151 726 2000
Email   Liverpool@curtins.com
Web   https://www.curtins.com/



 

YPB Ysgol Plas Brondyffryn, Denbigh  

Transport Assessment  

 

Rev V02 | Copyright © 2022 Curtins Consulting Ltd  
 

Drawings 

  



 

YPB Ysgol Plas Brondyffryn, Denbigh  

Transport Assessment  

 

Rev V02 | Copyright © 2022 Curtins Consulting Ltd  
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